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Product Range 2011

CHE 2-26 SDS-plus
Universal rotary hammer drill, 2,5 kg, 
SDS-plus
Order number 365.904

No load speed 0-1100 rpm
Blows per minute 0-5200 bpm
Single impact energy (EPTA) 2,3 J
Max. drill hole Ø in concrete 26 mm
Max. drill hole Ø in masonry  
(drill bit) 68 mm
Max. drill hole Ø in wood 30 mm
Power input 800 watt
Tool fixture SDS-plus
Weight 2,5 kg

Standard equipment:
1 handle ·  
1 drill depth stop · 
carry case

CHE 5-45 SDS-max
Universal rotary hammer drill, 5 kg, 
SDS-max
Order number 365.912

No load speed 235-500 rpm
Blows per minute 1350-2870 bpm
Single impact energy (EPTA) 7,1 J
Chisel positions 12
Max. drill hole Ø in concrete 45 mm
Max. drill hole Ø in masonry  
(drill bit) 105 mm
Power input 1100 watt
Tool fixture SDS-max
Weight 5,9 kg

Standard equipment:
1 drill depth stop · 1 handle · 
1 tube of grease · carry case

DH 5 SDS-max
Demolition hammer, 5 kg, SDS-max
Order number 365.920

Blows per minute 3500 bpm
Power input 1050 watt
Single impact energy (EPTA) 6,7 J
Chisel positions 12
Tool fixture SDS-max
Weight 5 kg

Standard equipment:
1 handle ·  
1 tube of grease · 
carry case

ALi 10,8 G
2 speed cordless drill/screwdriver with 
lithium ion technology
Order number 338.583

Battery voltage 10,8 V
Battery capacity 1,3 Ah
Torque max. 38 Nm
Torque positions 20+1
No load speed 1st gear 0-345 rpm
No load speed 2nd gear 0-1240 rpm
Chuck Ø 0,8-10 mm
Weight with battery 1,1 kg

Standard equipment:
2 battery pack · 
1 rapid battery charger · 
1 LED light · Bit set · 
1 plastic carry case

AC 14,4
2-speed cordless drill driver 14.4 V
Order number 348.449

Battery voltage 14,4 V
Battery capacity 2,6 Ah
Torque max. 25/75 Nm
No load speed 1st gear 0-500 rpm
No load speed 2nd gear 0-1800 rpm
Chuck Ø 1,5 - 13 mm
Weight with battery 1,9 kg

Standard equipment:
2 battery pack · 
1 rapid battery charger · 
1 plastic carry case

ACH 14,4
2-speed cordless impact drill 14.4 V
Order number 348.430

Battery voltage 14,4 V
Battery capacity 2,6 Ah
Torque max. 25/75 Nm
No load speed 1st gear 0-500 rpm
No load speed 2nd gear 0-1800 rpm
Blows per minute 0-27000 bpm
Chuck Ø 1,5 - 13 mm
Weight with battery 1,9 kg

Standard equipment:
2 battery pack · 
1 rapid battery charger · 
1 plastic carry case

BH 612 VR
2-speed core drill for dry drilling
Order number 333.255

Power input 1500 watt
Power output 1000 watt
Machine connection 5/8“-16 UN
Speed under load  
1st/2nd gear 0-1000 / 0-2500 rpm
Max. drilling Ø masonry 120 mm
Weight 4,1 kg

Standard equipment:
1 handle · 
1 open-ended wrench SW 22 ·  
1 drill depth stop · 
1 clamp fitting with ratchet clip · 
1 plastic carry case

BH 812 VV
Core drill for dry drilling
Order number 260.190

Power input 1800 watt
Power output 1200 watt
Speed under load  
1st/2nd gear 0-1000 / 0-3800 rpm
Tool fixture 5/8“-16 UN / M 16
Max. drilling Ø masonry 180 mm
Weight 4,2 kg

Standard equipment:
1 handle · 
1 open-ended wrench SW 24 · 
1 open-ended wrench SW 22 ·  
1 wrench case · 
1 drill depth stop · 
1 clamp fitting with ratchet clip · 
1 adapter 5/8“-16UN/M16 · 
1 plastic carry case
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OS 80-2
Palm sander
Order number 379.026

Power input 200 watt
No load speed 13000 rpm
Orbit rate, no load 26000 opm
Orbit 2,0 mm
Backing plate 80 x 130 mm
Sanding media fixing hook and loop
Dust extraction connection 27 Ø mm
Weight 1,2 kg

Standard equipment:
1 velcro backing plate, 80x130 8F · 
1 filter cassette + 1 filter bag

OSE 80-2
Palm sander with speed control
Order number 379.034

Power input 200 watt
No load speed 8000 - 13000 rpm
Orbit rate, no load 16000 - 26000 opm
Orbit 2,0 mm
Backing plate 80 x 130 mm
Sanding media fixing hook and loop
Dust extraction connection 27 Ø mm
Weight 1,2 kg

Standard equipment:
1 velcro backing plate, 80x130 8F · 
1 filter cassette + 1 filter bag

OSE 80-2 Set
Palm sander with speed control in set
Order number 379.158

Power input 200 watt
No load speed 8000 - 13000 rpm
Orbit rate, no load 16000 - 26000 opm
Orbit 2,0 mm
Backing plate 80 x 130 mm
Sanding media fixing hook and loop
Dust extraction connection 27 Ø mm
Weight 1,2 kg

Standard equipment:
1 velcro backing plate, 80x130 8F · 
1 filter cassette + 1 filter bag · 
sanding paper SELECTFLEX 25x P 80, 25x 
P 120 · carry case · 
case insert

OD 100-2
Delta sander
Order number 379.042

Power input 200 watt
No load speed 13000 rpm
Orbit rate, no load 26000 opm
Orbit 2,0 mm
Backing plate 100 x 150 mm
Sanding media fixing hook and loop
Dust extraction connection 27 Ø mm
Weight 1,2 kg

Standard equipment:
1 velcro backing plate · 
1 filter cassette + 1 filter bag

ODE 100-2
Delta sander with speed control
Order number 379.050

Power input 200 watt
No load speed 8000 - 13000 rpm
Orbit rate, no load 16000 - 26000 opm
Orbit 2,0 mm
Backing plate 100 x 150 mm
Sanding media fixing hook and loop
Dust extraction connection 27 Ø mm
Weight 1,2 kg

Standard equipment:
1 velcro backing plate · 
1 filter cassette + 1 filter bag

ODE 100-2 Set
Delta sander with speed control in set
Order number 379.085

Power input 200 watt
No load speed 8000 - 13000 rpm
Orbit rate, no load 16000 - 26000 opm
Orbit 2,0 mm
Backing plate 100 x 150 mm
Sanding media fixing hook and loop
Dust extraction connection 27 Ø mm
Weight 1,2 kg

Standard equipment:
1 velcro backing plate · 
1 filter cassette + 1 filter bag · 
sanding paper SELECTFLEX 25x P 80,  
25x P 120 · carry case · 
case insert

ORE 125-2
Random-orbit sander with speed 
control
Order number 379.069

Power input 200 watt
No load speed 8000 - 13000 rpm
Orbit rate, no load 16000 - 26000 opm
Orbit 2,0 mm
Backing pad 125 Ø mm
Sanding media fixing hook and loop
Dust extraction connection 27 Ø mm
Weight 1,2 kg

Standard equipment:
1 velcro backing pad · 
1 filter cassette + 1 filter bag

ORE 125-2 Set
Random-orbit sander with speed 
control in set
Order number 379.077

Power input 200 watt
No load speed 8000 - 13000 rpm
Orbit rate, no load 16000 - 26000 opm
Orbit 2,0 mm
Backing pad 125 Ø mm
Sanding media fixing hook and loop
Dust extraction connection 27 Ø mm
Weight 1,2 kg

Standard equipment:
1 velcro backing pad · 
1 filter cassette + 1 filter bag · 
sanding paper SELECTFLEX 25x P 80,  
25x P 120 · carry case · 
case insert

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW
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XS 713
230 watt random-orbit sander
Order number 334.111

Power input 230 watt
Power output 75 watt
Orbit rate, no load 12000 opm
Orbit 1,6 mm
Sand paper Ø 125 mm
Sanding media fixing hook and loop
Weight 1,3 kg

Standard equipment:
1 velcro sand paper, with 8 perforations · 
1 dust bag · 
1 adapter for dust extractor

MS 713
220 watt palm sander
Order number 332.380

Power input 220 watt
Power output 120 watt
Orbit rate, no load 14000 opm
Orbit 1,6 mm
Sand paper 115 x 105 mm
Sanding media  
fixing hook and loop / clamp
Weight 1,2 kg

Standard equipment:
1 paper punch · 
1 dust bag · 
1 adapter for dust extractor

X 1107 VE
710 watt random-orbit sander with 
dust extraction
Order number 218.669

Power input 710 watt
Power output 420 watt
Orbit 8,8 mm
Orbit rate, no load 4300-13000 opm
Max. disc diameter 150 mm
Sanding media fixing hook and loop
Weight 2,7 kg

Standard equipment:
1 side handle · velcro sand paper, with 6 
perforations, P 40, 150 Ø · 
velcro sand paper, with 6 perforations, 
P 80, 150 Ø · velcro sand paper, with 6 
perforations, P 120, 150 Ø · 
velcro sand paper, with 6 perforations, 
P 180, 150 Ø · velcro sand paper, with 6 
perforations, P 320, 150 Ø · 
1 open-ended wrench SW 14 · 
1 hexagon socket screw key, wrench 4 · 
1 grip cover · 1 velcro pad (hard) 150 Ø

LL 1107 VEA
Flounder 710 watt flat-head sander
Order number 289.434

Power input 710 watt
Power output 420 watt
No load speed 700-2300 rpm
Max. disc diameter 115 mm
Sanding head level 13 mm
Weight 2,7 kg

Standard equipment:
1 side handle · 
sand paper P 50, 115 Ø · 
sand paper P 80, 115 Ø · 
sand paper P 120, 115 Ø · 
1 velcro velours with foam coating 
80 mm Ø

F 1109
710 watt gutter support groove cutter
Order number 251.338

Power input 710 watt
Power output 420 watt
No load speed 10000 rpm
Planer width 40 mm
Planer depth 6 / 8 mm
No. of cutters 4 pieces
Weight 3,9 kg

Standard equipment:
1 set HHS reversible cutters (4 pieces) · 
1 metal carrying case · 
1 torx wrench · 
1 open-ended wrench SW 30/17

VC 35 L MC
Safety vacuum cleaner with manual 
filter cleaning system, 35 L, class L
Order number 369.799

Power input P. max. 1380 watt
Max. volume flow 3660 l/min
Max. vacuum 23000 Pa
Filter surface 6150 cm2
Container volume 34 l
Capacity liquid 19 l
Power take off, max. 2200 watt
Size ( W x L x H) 505 x 380 x 580 mm
Weight 9,5 kg

Standard equipment:
4 m vacuum hose 32 mm Ø with 
32/28 mm Ø adapter, 25-32 mm Ø 
universal adapter and vacuum hose 
extension · 1 filter bag · 
1 flat-fold filter class L/M · 1 elbow · 
2x 0,5 m metal vacuum tube · 
1 clip floor nozzle complete with 
replacement insert (brush, rubber-lip) · 
1 crevice nozzle

VCE 35 L AC 110/GB
Safety vacuum cleaner with automatic 
filter cleaning system, 35 L, class L
Order number 374.067 -110 V

Power input P. max. 1250 watt
Max. volume flow 3480 l/min
Max. vacuum 20500 Pa
Filter surface 6150 cm2
Container volume 34 l
Capacity liquid 19 l
Size ( W x L x H) 520 x 380 x 580 mm
Weight 12,5 kg

Standard equipment:
4 m vacuum hose, 32 mm Ø with positive-
lock connector and vac connection, incl. 
universal adapter antistatic · 
1 flat-fold filter class L/M · 
1 filter bag · 
1 PP waste disposal bag
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VCE 35 L AC
Safety vacuum cleaner with automatic 
filter cleaning system, 35 L, class L
Order number 369.780

Power input P. max. 1380 watt
Max. volume flow 3660 l/min
Max. vacuum 23000 Pa
Filter surface 6150 cm2
Container volume 34 l
Capacity liquid 19 l
Power take off, max. 2200 watt
Size ( W x L x H) 520 x 380 x 580 mm
Weight 12,5 kg

Standard equipment:
4 m vacuum hose, 32 mm Ø with positive-
lock connector and vac connection, incl. 
universal adapter antistatic · 
1 flat-fold filter class L/M · 
1 filter bag · 1 PP waste disposal bag

VCE 35 L AC, kit cleaning set
Order number 375.349

Standard equipment:
VCE 45 L AC + 1 cleaning set

VCE 45 L AC
Safety vacuum cleaner with automatic 
filter cleaning system, 45 L, class L
Order number 369.802

Power input P. max. 1380 watt
Max. volume flow 3660 l/min
Max. vacuum 23000 Pa
Filter surface 6150 cm2
Container volume 43 l
Capacity liquid 30 l
Power take off, max. 2200 watt
Size ( W x L x H) 520 x 380 x 695 mm
Weight 13,5 kg

Standard equipment:
4 m vacuum hose, 32 mm Ø with positive-
lock connector and vac connection, incl. 
universal adapter antistatic · 
1 flat-fold filter class L/M · 
1 filter bag · 1 PP waste disposal bag

VCE 45 L AC, kit cleaning set
Order number 375.357

Standard equipment:
VCE 45 L AC + 1 cleaning set

VCE 45 M AC
Safety vacuum cleaner with automatic 
filter cleaning system, 45 L, class M
Order number 369.810

Power input P. max. 1380 watt
Max. volume flow 3660 l/min
Max. vacuum 23000 Pa
Filter surface 6150 cm2
Container volume 43 l
Capacity liquid 30 l
Power take off, max. 2200 watt
Size ( W x L x H) 520 x 380 x 695 mm
Weight 13,5 kg

Standard equipment:
4 m vacuum hose, 32 mm Ø with positive-
lock connector and vac connection, incl. 
universal adapter antistatic · 
1 flat-fold filter class L/M · 
1 filter bag · 1 PP waste disposal bag

VCE 45 M AC, kit cleaning set
Order number 375.365

Standard equipment:
VCE 45M AC + 1 cleaning set

VCE 45 H AC
Safety vacuum cleaner with automatic 
filter cleaning system, 45 L, class H
Order number 379.093

Rated power P 1000 watt
Power input P. max. 1150 watt
Max. volume flow 2300 l/min
Max. vacuum 22000 Pa
Filter surface 6000 cm2
Container volume 43 l
Capacity liquid 30 l
Power take off 100 - 2200 watt
Size ( W x L x H) 520 x 380 x 695 mm
Weight 13,5 kg

Standard equipment:
4 m vacuum hose, 32 mm Ø with positive-
lock connector and vac connection, incl. 
universal adapter antistatic · 
1 safety filter bag · 
1 flat folded filter class H/HEPA 14 · 
1 transport bag TS VCE 45 H

VCE 45 H AC, kit cleaning set
Order number 383.880

Standard equipment:
VCE 45 H AC + 1 cleaning set

NEW
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MXE 900, kit WR2
900 watt single gear mixer
Order number 368.806

No load speed 200-750 rpm
Power input 900 watt
Power output 520 watt
Tool fixture M 14
Clamping neck Ø 43 mm
Max. mixing paddle Ø 120 mm
Weight 5,1 kg

Standard equipment:
1 WR2 helix paddle 120x600 M14 · 
1 open-ended wrench SW 19

MXE 900, kit RR2
Order number 368.814

Standard equipment:
1 RR2 spiral paddle 120x600 M14 · 
1 open-ended wrench SW 19

MXE 1100, kit WR3R
1080 watt single-speed mixer with 
speed control
Order number 368.822

No load speed 150-530 rpm
Power input 1080 watt
Power output 650 watt
Tool fixture M 14
Clamping neck Ø 43 mm
Max. mixing paddle Ø 130 mm
Weight 5,2 kg

Standard equipment:
1 helix paddle WR3R 120x600 M14 · 
1 open-ended wrench SW 19

MXE 1100, kit WR2
Order number 368.830

Standard equipment:
1 WR2 helix paddle 120x600 M14 · 
1 open-ended wrench SW 19

MXE 1100, kit SR2
Order number 368.849

Standard equipment:
1 SR2 disc paddle 120x600 M14 · 
1 open-ended wrench SW 19

MXE 1102, kit WR3R
1080 watt 2-gear mixer with speed 
control
Order number 368.857

No load speed 1st gear 150-530 rpm
No load speed 2nd gear 200-750 rpm
Power input 1080 watt
Power output 650 watt
Tool fixture M 14
Clamping neck Ø 43 mm
Max. mixing paddle Ø 130 mm
Weight 5,3 kg

Standard equipment:
1 helix paddle WR3R 120x600 M14 · 
1 open-ended wrench SW 19

MXE 1102, kit WR2
Order number 368.865

Standard equipment:
1 WR2 helix paddle 120x600 M14 · 
1 open-ended wrench SW 19

MXE 1102, kit SR2
Order number 368.873

Standard equipment:
1 SR2 disc paddle 120x600 M14 · 
1 open-ended wrench SW 19

R 600 VV
1300 watt mixer with speed selection
Order number 282.359

No load speed 150-500 rpm
Power input 1300 watt
Power output 850 watt
Tool fixture M 18
Clamping neck Ø 63 mm
Max. mixing paddle Ø 160 mm
Weight 5,4 kg

Standard equipment:
1 handle (long) · 
1 helix paddle WR3R 160x600 M14 · 
1 adapter M 18 x M 14 · 
1 open-ended wrench SW 24

R 1800 VR
1800 watt mixer with speed selection
Order number 254.474

No load speed 200-590 rpm
Power input 1800 watt
Power output 1100 watt
Tool fixture M 18
Clamping neck Ø 63 mm
Max. mixing paddle Ø 200 mm
Weight 6,1 kg

Standard equipment:
1 handle (long) · 
1 helix paddle WR3R 160x600 M14 · 
1 adapter M 18 x M 14 · 
1 open-ended wrench SW 24

RZ 600 VV
1300 watt double positive action mixer
Order number 282.413

No load speed 130-400 rpm
Power input 1300 watt
Power output 850 watt
Tool fixture 2 x 16 mm Ø
Clamping neck Ø 63 mm
Max. mixing paddle Ø 130 mm
Weight 6,3 kg

Standard equipment:
1 handle (long) · 
mixing paddle I and II
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ALP 3
Self-levelling 3-point laser
Order number 350.680

Precision ± 2 mm/10 m
Self-levelling range ± 5 °
Operation duration 8 h
Visible laser diodes 3x625 nm
Max. working range 50 m
Laser class 2
Temperature range -10 - +45 °C
Weight 0,6 kg

Standard equipment:
batteries 1,5 V (AA) · 
magnetic target panel · 
padded carrying bag

ALC 311
Self-levelling cross-hair laser
Order number 311.286

Precision ± 3 mm/10 m
Self-levelling range ± 3,5 °
Operation duration 15 h
Visible laser diodes 3 x 635 nm
Max. working range 20 m
Laser class 2M
Weight 0,7 kg

Standard equipment:
wall and tripod console · 
magnetic target panel · 
laser goggles · batteries 1,5 V (AA) for 
measuring device · padded carrying bag

ALC 514
Self-levelling multi-line laser for visual 
room layout
Order number 329.460

Precision ± 3 mm/10 m
Self-levelling range ± 3 °
Operation duration with battery drive 12 h
Visible laser diodes 5 x 635 / 1 x 650 nm
Max. working range 20 m
Max. range with receiver 50 m
Laser class 2M/2
Weight 1,6 kg

Standard equipment:
magnetic target panel · 
mains adapter 6 V · laser goggles · 
battery pack 3.6 V · carry case

ALR 512
The self-levelling rotating laser for 
vertical and horizontal use
Order number 329.452

Precision ± 1 mm/10 m
Self-levelling range ± 5 °
Operation duration with battery drive 14 h
Visible laser diodes 635 nm
Max. range with receiver 300 m
Range rotating (without receiver) ca. 30 m
Range point / scan function (without 
receiver) ca. 50 m / ca. 30 m
Rotation speed 500 / 200 rpm
Laser class 2
Weight 1,7 kg

Standard equipment:
magnetic target panel · 
wall and floor mount · 
conus for wall and floor use · 
6 V battery pack · mains adapter 6 V · 
battery container · 
receiver with dual-display · 
batteries 1,5 V (AA) · bracket · 
remote control, incl. 1 battery 9 V · 
carry case

Elevating tripod, medium
Order number 312.118

Working range 0,65 - 2 m
Adjustability of elevator post 0,39 m
Weight 5,1 kg

Standard equipment:
adapter plate

Elevating tripod, large
Order number 312.126

Working range 0,9 - 2,85 m
Adjustability of elevator post 0,4 m
Weight 9,1 kg

Standard equipment:
adapter plate

PE 14-2 150
POLISHFLEX, variable-speed polisher 
with a high torque
Order number 373.680

Max. back-up pad diameter 150 mm
Max. polishing pad diameter 200 mm
No load speed 380-2100 rpm
Power input 1400 watt
Power output 880 watt
Tool fixture M 14
Size (L x H) 402x117 mm
Weight 2,3 kg

Standard equipment:
1 handle

PE 14-2 150 Set
POLISHFLEX, variable-speed polisher 
with a high torque
Order number 376.175

Max. back-up pad diameter 150 mm
Max. polishing pad diameter 200 mm
No load speed 380-2100 rpm
Power input 1400 watt
Power output 880 watt
Tool fixture M 14
Size (L x H) 402x117 mm
Weight 2,3 kg

Standard equipment:
1 handle · 
1 velcro backing pad, 
cushioned, Ø 150 mm · 
1 polishing sponge, blue, 160 Ø · 
1 polishing sponge, black, 160 Ø · 
1 premium lambswool, 160 Ø · 
1 microfibre cloth, premium · 
1 SpecialPolish 250 ml · 
1 NanoPolish & wax 250 ml · 
2 case inserts · 
plastic carrying case
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L 602 VR
Variable-speed polisher with two grip 
variations
Order number 329.800

Max. polishing pad diameter 220 mm
Max. back-up pad diameter 175 mm
No load speed 400-2400 rpm
Power input 1500 watt
Power output 1000 watt
Tool fixture M 14
Weight 3,3 kg

Standard equipment:
1 grip cover · 1 side handle · 
1 bail handle

L 602 VR Set
Variable-speed polisher with two grip 
variations in a set
Order number 329.819

Max. polishing pad diameter 220 mm
Max. back-up pad diameter 175 mm
No load speed 400-2400 rpm
Power input 1500 watt
Power output 1000 watt
Tool fixture M 14
Weight 3,3 kg

Standard equipment:
1 grip cover · 1 side handle · 
1 bail handle · 1 velcro pad 150 Ø · 
1 velcro sponge 200 Ø x 30 · 
1 microfibre polishing cloth · 
1 NanoPolish & wax 250 ml · 
1 SpecialPolish 250 ml

PE 14-3 125
Polisher with continuous speed control 
trigger
Order number 383.678

Max. polishing pad diameter 160 mm
Max. back-up pad diameter 150 mm
No load speed 1100-3700 rpm
Power input 1400 watt
Power output 880 watt
Tool fixture M 14
Size (L x H) 370 x 110 mm
Weight 2,2 kg

Standard equipment:
1 side handle

PE 14-3 125 Set
Polisher with continuous speed control 
trigger in set
Order number 383.732

Max. polishing pad diameter 160 mm
Max. back-up pad diameter 150 mm
No load speed 1100-3700 rpm
Power input 1400 watt
Power output 880 watt
Tool fixture M 14
Size (L x H) 370x110 mm
Weight 2,2 kg

Standard equipment:
1 side handle · 
1 velcro pad 125 Ø · 
1 polishing sponge blue PS-B 160 · 
1 polishing sponge white PS-W 160 · 
1 microfibre polishing cloth Classic · 
1 SpecialPolish 250 ml · 
1 NanoPolish & wax 250 ml

L 1503 VR
Polisher with a wide speed range
Order No. 250.280 / 250.895 -110 V

Max. polishing pad diameter 160 mm
Max. back-up pad diameter 150 mm
No load speed 1200-3700 rpm
Power input 1200 watt
Power output 700 watt
Weight 1,9 kg

Standard equipment:
1 side handle · 
1 grip cover

XC 3401 VRG
Positive-drive orbital polisher
Order No. 322.008 / 334.839 -110 V

Max. polishing pad diameter 160 mm
Velcro pad Ø 140 mm
No load speed 160-480 rpm
Orbit 8 mm
Orbit rate, no load 3200-9600 opm
Power input 900 watt
Power output 590 watt
Weight 2,6 kg

Standard equipment:
1 grip cover · 
1 SoftVib handle · 
1 bail handle · 
1 special velcro backing pad, 140 Ø

XC 3401 VRG Set
Positive-drive orbital polisher in set
Order number 334.081

Max. polishing pad diameter 160 mm
Velcro pad Ø 140 mm
No load speed 160-480 rpm
Orbit 8 mm
Orbit rate, no load 3200-9600 opm
Power input 900 watt
Power output 590 watt
Weight 2,6 kg

Standard equipment:
1 grip cover · 
1 SoftVib handle · 
1 bail handle · 
1 special velcro backing pad, 140 Ø · 
1 velcro sponge white, 160 Ø x 30 · 
1 microfibre polishing cloth · 
1 set-bag · 
1 NanoPolish & wax 250 ml · 
1 SpecialPolish 250 ml

L 1202
Powerful low-speed polisher,  
1600 watt
Order number 278.688

Max. polishing pad diameter 250 mm
Max. back-up pad diameter 175 mm
No load speed 1750 rpm
Power input 1600 watt
Power output 1100 watt
Tool fixture M 14
Weight 5,1 kg

Standard equipment:
1 side handle · 
1 hand guard · 
1 handle

NEW

NEW
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LE 12-3 100 WET
1150 watt wet stone grinder with plug 
for isolating transformer, 115 mm
Order No. 368.660 / 375.217 -110 V

Max. disc diameter 115 mm
No load speed 1200-3700 rpm
Power input 1150 watt
Power output 700 watt
Tool fixture M 14
Size (L x H) 340 x 140 mm
Connecting hose with quick coupling 2 m
Weight 2,4 kg

Standard equipment:
1 grip cover · 
1 hook-and-loop cable ties

LE 12-3 100 WET, GFCI
1150 watt wet stone grinder with GFCI 
circuit breaker, 115 mm
Order number 378.461

Standard equipment:
1 grip cover · 
1 hook-and-loop cable ties

L 12-3 100 WET, GFCI
1150 watt wet stone grinder with GFCI 
circuit breaker, 115 mm
Order number 378.488

Standard equipment:
1 grip cover · 
1 hook-and-loop cable ties

LW 802 VR
1800 watt wet stone grinder with plug 
for isolating transformer, 130 mm
Order No. 258.597 / 260.282 -110 V

Max. disc diameter 130 mm
No load speed 800-2400 rpm
Power input 1800 watt
Power output 1200 watt
Weight 4,3 kg

Standard equipment:
1 bail handle · 
1 open-ended wrench SW 17

LW 1202
1600 watt wet stone grinder with plug 
for isolating transformer, 130 mm
Order No. 276.375 / 278.424 -110 V

Max. disc diameter 130 mm
No load speed 1750 rpm
Power input 1600 watt
Power output 1000 watt
Weight 5,1 kg

Standard equipment:
1 bail handle · 
1 open-ended wrench SW 17

LW 1202 S
1600 watt wet stone grinder with GFCI 
operator, 130 mm
Order number 289.000

Standard equipment:
1 bail handle · 
1 open-ended wrench SW 17

LWW 2106 VR
2200 watt edge milling tool for granite 
with GFCI circuit breaker
Order No. 253.705 / 261.947 -110 V

No load speed 1800-5500 rpm
For slab thickness 20-40 mm
Power input 2200 watt
Power output 1540 watt
Weight 13,7 kg

Standard equipment:
1 hexagon socket screw key, 
special tool 8 · 
1 open-ended wrench SW 32 · 
1 splash guard

WD 10
Pressurized water tank 10 l
Order number 251.622

Capacity 10 l
Weight 4,5 kg

Standard equipment:
4 m pressure hose

TT 2000
Isolating transformer
Order number 373.370

Max. performance up to 45 min.  
non-stop operation 2000 VA
Size ( W x L x H) 200 x 200 x 270 mm
Primary voltage 230 V
Secondary voltage 230 V
Weight 15,8 kg

L 12-3 100 WET
1150 watt wet stone grinder with plug 
for isolating transformer, 115 mm
Order No. 375.675 / 381.934 -110 V

Max. disc diameter 115 mm
No load speed 3700 rpm
Power input 1150 watt
Power output 700 watt
Tool fixture M 14
Size (L x H) 340 x 140 mm
Connecting hose with quick coupling 2 m
Weight 2,4 kg

Standard equipment:
1 grip cover · 
1 hook-and-loop cable ties
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BHW 1549 VR
Blind hole drill with integrated water 
feed with GFCI circuit breaker
Order number 299.197

Power input 1200 watt
Power output 700 watt
Speed under load 3000-9000 rpm
No load speed 3500-10000 rpm
Tool fixture M 14
Diamond drill Ø 5-10 mm
Weight 3,3 kg

Standard equipment:
1 bail handle · 
1 open-ended wrench SW 17 · 
1 splash guard · 
1 metal carrying case

BED 18
Anchor drilling unit with integrated 
water feed with GFCI circuit breaker
Order number 290.300

Power input 1200 watt
Power output 700 watt
No load speed 3500-10000 rpm
Tool fixture M 14
Diamond drill Ø 6-14 mm
Weight 4,1 kg

Standard equipment:
1 suction cup · 
1 bail handle · 
1 stationary drill stand with column 
guide, BD 18 · 
1 vacuum hose connection · 
1 sharpening stone · 
1 metal carrying case

BED 55
Core drilling unit with integrated water 
feed with GFCI circuit breaker
Order No. 257.081 / 258.684 -110 V

Power input 1200 watt
Power output 700 watt
Speed under load 1st/2nd/3rd gear 
 350-1000 / 800-2300 / 1600-4600 rpm
Tool fixture G 1/2“
Diamond drill bit Ø 12-85 mm
Surface area occupied  
by stand 420 x 120 mm
Weight (complete unit) 17,2 kg

Standard equipment:
water collection up to 50 mm Ø · 
stationary drill stand BD 05

BED 69
Core drilling unit for drilling edges in 
facing slabs with GFCI circuit breaker
Order number 254.175

Power input 1200 watt
Power output 700 watt
No load speed 3500-10000 rpm
Tool fixture M 14
Diamond drill bit Ø 5-14 mm
Weight (complete unit) 15,5 kg

Standard equipment:
stationary drill stand BD 06

BHW 812 VV
Core drilling machine for wet drilling 
with GFCI circuit breaker
Order number 277.940

Power input 1800 watt
Power output 1200 watt
Speed under load 1st/2nd gear 
 0-1000 / 0-3800 rpm
Tool fixture G 1/2“
Clamping neck Ø 53 mm
Max. drill hole Ø in concrete 85 mm
Max. drilling Ø masonry 185 mm
Weight 4,7 kg

Standard equipment:
1 handle · 
1 open-ended wrench SW 22 ·  
1 open-ended wrench SW 32 ·  
1 wrench case · 1 drill depth stop · 
1 clamp fitting with ratchet clip and 
centering aid · 
1 GFCI circuit breaker in cord ·  
1 plastic carry case

LST 803 VR
Bushhammer for stairs and large 
surfaces
Order number 259.639

No load speed 800-2400 rpm
Power input 1800 watt
Power output 1200 watt
Working width 55-130 mm
Weight 7,2 kg

Standard equipment:
1 grip cover · 1 stop, complete · 
1 carbide tipped complete 140 Ø · 
1 hexagon socket screw key, special  
tool 5 · 1 pin wrench · 1 vacuum adapter · 
vacuum hose extension

LST 1503 VR
Bushhammer for stairs
Order number 259.229

No load speed 800-2400 rpm
Power input 1200 watt
Power output 700 watt
Working width 40-92 mm
Weight 5,9 kg

Standard equipment:
1 grip cover · 1 stop, complete · 
1 carbide tipped complete 100 Ø · 
1 hexagon socket screw key, special  
tool 5 · 1 pin wrench · 
1 vacuum adapter · 
vacuum hose extension

LG 1704 VR
1500 watt for heavy-duty grinding 
jobs, 178 mm
Order number 293.768

Max. disc diameter 178 mm
No load speed 1400-4200 rpm
Power input 1500 watt
Power output 1000 watt
Weight 2,7 kg

Standard equipment:
1 grip cover · 
1 side handle
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LK 602 VR
Polisher with grip hood for natural 
stone working
Order number 258.580

Max. polishing pad diameter 220 mm
Max. back-up pad diameter 175 mm
No load speed 800-2400 rpm
Power input 1500 watt
Power output 1000 watt
Tool fixture M 14
Weight 3,5 kg

Standard equipment:
1 grip cover · 
1 side handle

CSW 4161
Diamond stone saw for wet cuts with 
GFCI circuit breaker
Order number 347.507

Diamond cutting disc Ø /  
arbor (inside Ø) 170 / 22,2 mm
Cutting depth / with guide rail 60 / 54 mm
No load speed 6200 rpm
Power input 1400 watt
Power output 840 watt
Weight 4,5 kg

Standard equipment:
1 diamond cutting disc with segmented 
cutting edge · 
1 wrench for saw blade change · 
1 parallel guide fence · 
1 plastic system case · 
1 case insert

Guide fence 800 mm
Guide rail GRS
Order number 353.280

Typ GRS 80
Length in mm 800

Guide fence 1600 mm
Guide rail GRS
Order number 359.351

Typ GRS 160
Length in mm 1600

CS 60 WET
Diamond stone saw for wet cuts, mitre 
cuts up to 45 °, with GFCI circuit 
breaker
Order number 374.016

Diamond cutting disc Ø /  
arbor (inside Ø) 170 / 22,2 mm
Cutting depth / with guide rail 60 / 54 mm
Mitre cuttings 0-45°
Depth of cut - mitre cut 5-44 mm
Depth of cut - mitre cut  
with guide rail 0-38 mm
No load speed 6200 rpm
Power input 1400 watt
Power output 840 watt
Weight 4,5 kg

Standard equipment:
1 diamond cutting disc with  
segmented cutting edge · 
1 wrench for saw blade change · 
1 parallel guide fence · 
1 plastic system case · 
1 case insert
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